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Automatic Chlorine/Bromine Feeders 
 

 
Rainbow Automatic Chlorine/Bromine Feeders high capacity feeders are one of the 
easiest ways to sanitize large residential and commercial swimming pools using 
either chlorine or bromine slow dissolve tablets or sticks. These heavy-duty, high 
capacity feeders provide automatic sanitization for pools up to 332,000 gallons. 
 
 

Features 
• 300 and 320 series filters available in clear amber for easy tablet 

level monitoring  

• Completely enclosed system - no special venting required  

• No escaping gases  

• All Rainbow Feeders are NSF Listed  

• 50 PSI maximum operating pressure  

 
 
 
 

 

PART DESCRIPTION

HC-3315 RAINBOW HIGH CAPACITY BROMINE FEEDER - 15lb CAPACITY

HC-3330 RAINBOW HIGH CAPACITY BROMINE FEEDER - 30lb CAPACITY

HC-3340 RAINBOW HIGH CAPACITY BROMINE FEEDER - 40lb CAPACITY

Bromine Feeder
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Chemtrol 
 
Chemtrol PC3000 
 

 
The CHEMTROL® PC3000 
Controller is a 
programmable control 
system that offers complete 
chemical automation (ORP 
and pH) temperature, 
heater control and modem. 
 

 
 
Chemtrol PC3000 Parts 
 

These pH/ORP sensors are used in 
most brands of pool controllers and a 
cost-effective replacement. They are 
colour coded for easy recognition (blue 
is pH and red is ORP). They never need 
to be refilled or recharged. 

 
 

 
Chemtrol 250/255 
 

The CHEMTROLTM 250/255 
ORP/pH Digital Controller 
automatically maintains both 
sanitizer ORP (oxidation-reduction 
potential or Redox) and water pH 
in pools and spas. All operating 
functions are clearly labeled and 

accessible from the front panel, with safety and easy 
reset features not found on other controllers. 
 
Chemtrol PC3000 Accessories 
 

The GEMS flow sensor allows for flow set 
point switching by the use of a rotor flow 
switch. The polypropylene, hydraulically 
stable, glass reinforced body allows for a 
better and more cost-effective option. 
There is a combination of visual 

confirmation of flow with dynamic, electronic switch operation. 
The local LED signals indicate when set point is reached of 
which makes for an easy, adjustable switch point calibration. 
The monitor contains a Rotor Flow® RFO Type sensor which 
provides a pulsed DC voltage output that is proportional to the 
rate of flow. 
 

 

PART DESCRIPTION

CH250 CHEMTROL 250 ORP/PH DIGITAL CONTROLLER SANITIZER AND PH CONTROL

CH255 CHEMTROL 255 ORP/PH DIGITAL CONTROLLER SANITIZER AND PH CONTROL

PC3000
CHEMTROL PC3000  PROGRAMMABLE CONTROLLER W/STANDARD ORP/PH/TEMP 

CONTROL, MODEM

Chemical Control Systems

155481 GEMS FLOW SENSOR
PC3-LEVEL PC3000 ACCESSORY - WATER LEVEL CONTROL
PC3-PPM PC 3000 ACCESSORY - PPM-SOLID STATE SENSOR & CONTROL

PC3-REM
PC 3000 ACCESSORY - TELEPHONE COMMUNICATION AND REMOTE COMPUTER 

OPERATION
PC3-TDS PC 3000 ACCESSORY - TDS MONITORING

56-590 PC 3000 PARTS - PH SENSOR
56-592 PC 3000 PARTS - ORP SENSOR
FLOW PC 3000 PARTS - PADDLE WHEEL FLOW SENSOR
PWFS PC 3000 PARTS - SAFETY FLOW SWITCH

T/C PC 3000 PARTS - TEMPERATURE/CONDUCTIVITY SENSOR
TEMP PC 3000 PARTS - TEMPERATURE SENSOR

Chemical Control Systems Accessories

Chemical Control Systems Part
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Board Mounted PC3000 – w/ Stenner Pumps 
 
 

 
 

 
 
 
 

 

PART DESCRIPTION

PC3000-45A BOARD MOUNTED PC3000 w/ 2 - 45 STENNER ADJ. PUMP

PC3000-45F BOARD MOUNTED PC3000 w/ 2 - 45 STENNER FIXED PUMP

PC3000-85F BOARD MOUNTED PC3000 w/ 2 - 85 STENNER FIXED PUMP

Chemical Control Systems Kit
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Co2 Pool Systems 
 

 

Co2 Two Pool System Co2 Three Pool System 
Qty. Part Number Description  Qty. Part Number Description 

3 125HBL-5-4 1/4" Male x 5/16" Barb Hose Fitting  3 125HBL-5-4 1/4" Male x 5/16" Barb Hose Fitting 
1 8262G202 .25" Solenoid Valve  1 8262G202 .25" Solenoid Valve 
1 207P04 .25" Brass Pipe Coupling  1 207P04 .25" Brass Pipe Coupling 
1 VEC-10000264 Flowmeter  1 VEC-10000264 Flowmeter 
2 215PNL-4-30 .25"x3" Brass Nipple  3 215PNL-4-30 .25"x3" Brass Nipple 
1 FMC-427 Co2 Adapter  1 FMC-427 Co2 Adapter 
1 1200P-4-4 .25" 90 Elbow FPT  1 1200P-4-4 .25" 90 Elbow FPT 
1 25203 .5" Injection Check  1 25203 .5" Injection Check 
1 21997 .5" Astral T.U. Ball Valve  1 21997 .5" Astral T.U. Ball Valve 

2 - 6" 800-005 .5" Pipe PVC  2 - 6" 800-005 .5" Pipe PVC 
1 AP-150 Bracket  1 AP-150 Bracket 
1 KWIK-ZN 3/8"x2-1/4" Kwik Bolt c/w 2 5/8" Washers  1 KWIK-ZN 3/8"x2-1/4" Kwik Bolt c/w 2 5/8" Washers

20 TCLIP081T .5" Tube Clip  20 TCLIP081T .5" Tube Clip 
100' PVC05BR .5" Braided PVC Hose  100' PVC05BR .5" Braided PVC Hose 
10 HC99 Clamps  10 HC99 Clamps 
1 436-005 .5" Male Adapter PVC  1 436-005 .5" Male Adapter PVC 
1 835-005 .5" Female Adapter PVC  1 835-005 .5" Female Adapter PVC 
1 1203P-4 .25" Brass Tee  2 1203P-4 .25" Brass Tee 
1 BOX-26 15"x15"x7" Box  1 BOX-26 15"x15"x7" Box 
 

PART DESCRIPTION

CO2-1POOL CO2 SINGLE POOL SYSTEM

CO2-2POOL CO2 TWO POOL SYSTEM

CO2-3POOL CO2 THREE POOL SYSTEM

Co2 System

 
 
 

Co2 Single Pool System 
Qty. Part Number Description 

3 125HBL-5-4 1/4" Male x 5/16" Barb Hose Fitting 
1 8262G202 .25" Solenoid Valve 
1 207P04 .25" Brass Pipe Coupling 
1 VEC-10000264 Flowmeter 
1 215PNL-4-30 .25"x3" Brass Nipple 
1 FMC-427 Co2 Adapter 
1 1200P-4-4 .25" 90 Elbow FPT 
1 25203 .5" Injection Check 
1 21997 .5" Astral T.U. Ball Valve 

2 - 6" 800-005 .5" Pipe PVC 
1 AP-150 Bracket 
1 KWIK-ZN 3/8"x2-1/4" Kwik Bolt c/w 2 5/8" Washers

20 TCLIP081T .5" Tube Clip 
100' PVC05BR .5" Braided PVC Hose 
10 HC99 Clamps 
1 436-005 .5" Male Adapter PVC 
1 835-005 .5" Female Adapter PVC 
1 BOX-26 15"x15"x7" Box 
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Chemical Storage Tanks 
 
Closed Top Cylindrical Tanks 

 

 
Our self-supporting closed-top tanks are ideal for short 

or long term storage of a wide variety of liquids. The 
seamless one-piece, stress-free construction and large 
filter openings combine strength with versatility of use. 

 
All closed to tanks are rated self supporting for 1.5 S.G. 
at 100°F. All tanks regardless of load or temperature 
must be fully supported on the base, with no overhang. 
 

CLOSED TOP CYLINDRICAL TANKS 
Tank Capacity Tank Size (Inches) 

Filler 
Opening  Item #  US 

Gal. Liters 
Inside 

Diameter Height Inches 
1332-1 375 1360 57 44.5 6 
1346-1 250 900 47.5 49.75 6 
1350-1 600 2270 64 51.50 6 
5004-1 50 130 23 30 8 
5005-1 75 270 23 46 8 
5006-1 310 1135 43 59 14 
5007-1 110 400 31 42 10 
5008-1 170 615 31 59 10 
5009-1 225 815 43 42 10 
5010-1 500 1818 54 67 16 

 
 
Double Wall Tanks / Dual Containment Tanks 
 

 
These molded double wall 
tanks/dual containment tanks are 
designed for stringent 
environmental concerns and codes.  
Outer containment of the double 
wall tank complies with federal 

regulation 40CFR-264.193 capacity requirements. 
 
 
CAPACITY 

(GAL) 
Size 

DIA. x HT. 
MANWAY 

(IN.) 
Part # 

100 35x 39 8 TC3539DC 
150 34 x48 8 TC3448DC 
200 41 x52 8 TC4152DC 
350 52 x 56 8 TC5256DC 
500 59x71 8 TC5971DC 

1000 74x85 16 TC7485DC 
 

 
Open Top Cylindrical Tanks 
 

Rugged, natural color cylindrical tanks 
are available in a wide range of sizes up 
to 585 US gallons (2659 liters). 
Acceptable up to 500 imperial gallon 
capacity without external support for 
specific gravity of 1.5 or less at 
temperatures up to150º F constant, 
170º F intermittent. Tanks larger than 
500 gallons need external support if 
temperature exceeds 100º F or specific 

gravity exceeds 1.2. All tanks regardless of load or 
temperature must be fully supported on the base, with 
no overhang. 
 
Cover Included 

 

Open Top Cylindrical Tanks 

  
Tank 

Capacity 
Tank Size 
(Inches) 
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463-1 6 22 11 16 3 1 
305-1 15 50 19 27 4 1 
301-1 15 65 27 24 6 1 
304-1 30 110 16 35 8 1 
302-1 35 130 18 33 9 1 
443-1 35 130 20 28 14 2 
330-1 52 200 22.5 34 17 3 
469-1 70 270 22.5 45 19 3 
471-1 90 340 24 48 23 3 
817-1 105 400 28 42 39 5 
321-1 120 450 30 42 32 6 
346-1 145 560 30 48 38 6 
338-1 175 680 36 42 45 8 
790-1 200 790 30 71 70 6 
355-1 200 790 36 48 52 8 
347-1 280 1090 42 48 65 11 
607-1 300 1225 42 54 72 11 
645-1 350 1360 48 48 100 22 
808-1 560 1810 52 60 170 26 
373-1 585 2270 48 84 175 22 
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Mixers / Agitators 
 
Lightnin Mixer 
 

For single-purpose mixing applications.  
• 1/4-, 1/3-, 1/2- and 3/4-HP models available  
• Lifetime grease-lubricated gearbox  
• Switch, cord and plug are standard - no need for hard wiring on single-phase 

TEFC motors  
• Oversized bearings provide superior shaft support  
• High-flow A310 impeller is standard  
• Available with LIGHTNIN's QAD validation support package  
• Backed by LIGHTNIN's 100% process guarantee  

 
 

PART DESCRIPTION

EV5P25 GEAR DRIVE MIXER - 1/4HP, 115/208-230V, 20 DEGREE CLAMP, SINGLE 11.2" A310 
IMPELLER, 3/4"x60" SHAFT, 316 SS.

10590 AGITATOR - 35" EKOTED SHAFT & IMPELLER-1/20HP, 115VAC 50/60HZ

10591 AGITATOR - 20" EKOTED SHAFT & IMPELLER-1/20HP, 115VAC 50/60HZ

Mixers/Agitators 
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Stenner Metering Pumps 
 
 

 
 

 
These metering pumps are completely self-priming and operate dry. They offer precision pumping of fluids 
from .2 gallons per day (0.6 liters) up to 170 gallons per day (514.8 liters). Units can be mounted vertically or 
horizontally. Models are available as fixed output units or with single and dual adjustable outputs. Acapulco 
offers a connect kit that comprises of a ½” Ball Valve, ½” Female and Male Adaptor, 3/8” Polyethylene 

tubing and  couplers to connect your pump into the feed system of your pool. 
 
 
45M Series Adjustable Pump........................................................................................................................45MJL5A3S 
45 Series Fixed Pump................................................................................................................................... 45MFL5A3S 
85 Series Adjustable Pump...........................................................................................................................85MJL5A3S 
85 Series Fixed Pump................................................................................................................................... 85MFL5A3S 
170 Series Adjustable Pump..........................................................................................................................170JL5A3S 
170 Series Fixed Pump.................................................................................................................................. 170FL5A3S 
Stenner Connect Kit ..........................................................................................................................................20-0400C 
 
 

PART DESCRIPTION

45MFL5A3S STENNER METERING PUMPS 45 SERIES FIXED PUMP
45MJL5A3S STENNER METERING PUMPS 45M SERIES ADJUSTABLE PUMP
85MFL5A3S STENNER METERING PUMPS 85 SERIES FIXED PUMP
85MJL5A3S STENNER METERING PUMPS 85 SERIES ADJUSTABLE PUMP
170FL5A3S STENNER METERING PUMPS 170 SERIES FIXED PUMP
170JL5A3S STENNER METERING PUMPS 170 SERIES ADJUSTABLE PUMP
20-0400C STENNER CONNECT KIT

Stenner Feed Pump
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Service Kits 
 
Feed Rate Control Subassembly & Service 
Kits 
 

 

 
Feed Rate Control .................................... FC5040D EA 
w/shaft (single head adjustable) 
Feed Rate Control Service Kit.....................FSK100 KIT 
 
 
Motor Subassemblies and Service Kits 
 

 
 
Motor Service Kit (120V 60Hz) ................. MSK120 KIT 
Motor Service Kit (220V 60Hz) ................. MSK220 KIT  

 

 
 
Gear Case Service Kit ..............GSK45A KIT 
 
 

 
Motor 120V 60Hz ........................................... PM6041D 
Motor 220V 60Hz ........................................... PM6042D 
 
 
Pump Head Subassemblies and Service Kits 
 

 
#1 Pump Head ..............................................UCPH1FD 
26-100 psi(1.7-6.9 bar) 
includes Santoprene® #1 pump tube and duckbill; ferrules 1/4" 
 
 

 
 

#1 Pump Head Service Kit ....................... PSKH01 KIT 
26-100 psi(1.7-6.9 bar) 
includes Santoprene® #1 pump tube and duckbill 
 

 

PART DESCRIPTION

FC5040D FEED RATE CONTROL W/ SHAFT
FSK100 STENNER SERVICE KIT - FEED RATE CONTROL
MSK120 MOTOR SERVICE KIT (120V 60HZ)
MSK220 MOTOR SERVICE KIT (220V 60HZ)

PM6041D MOTOR - 120V 60HZ
PM6042D MOTOR - 220V 60HZ
PSKH01 PUMP HEAD SERVICE KIT

UCPH1FD PUMP HEAD

Stenner Feed Pump - Parts

 
 




